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FOWX2.E236227 - Fixed Capacitors for Use in
Electronic Equipment - Component

Fixed Capacitors for Use in Electronic Equipment - Component
See General Information for Fixed Capacitors for Use in Electronic Equipment - Component

OKAYA ELECTRIC INDUSTRIES CO LTD E236227
HEAD OFFICE. 16-9 TODOROKI
6 CHOME
SETAGAYA-KU, TOKYO 158-8543 JAPAN
Fixed Capacitors

Type Dsg
Capacitor

Class

Voltage
Rating

(V)
Capacitance (μF)

(Tolerance)

Resistance
for RC

Devices
(ohms)

Lower
Temp
(°C)

Upper
Temp
(°C)

SE X2 X2:275 Vac 0.01-0.2μF
, M(+/- 20%)

120 -40 +100

REB X2 X2:275 Vac 0.047-1μF
, K(+/- 10%) or M(+/- 20%)

- -40 +100

Marking: Company name, or trademark  or tradename "OKAYA" and type designation.
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The appearance of a company's name or product in this database does not in itself assure that products so identified have been
manufactured under UL's Follow-Up Service. Only those products bearing the UL Mark should be considered to be Certified and covered
under UL's Follow-Up Service. Always look for the Mark on the product.
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