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SPECIFICATION:

1. CAPACITANCE MODEL:CBB61
2. RATED VOLTAGE: 400VAC

: : 3. RATED FREQUENCY: 50/60Hz

4, CAPACITANCE: SEE RATINGS TABLE

2 2 5. TOLERANCE OF CAPACITANCE : +5% (J)

6. OPERATION TEMPERATURE: -25°C~+85C

T 7. DISSIPATION FACTOR (DF) : <0.0020 AT 100Hz

8. TEST VOLTAGE:

TERMINAL TO TERMINAL : (800VAC), 10S

9. CONSULT STANDARD : EN60252

10. DIELECTRIC: METALLIZED POLYPROPYLENE FILM

11. PROTECTION CLASS:S0

12. LIFE CLASS:C CLASS

13. CASE MATERIAL: PBT(GREY), V-0

I 14, FILLING MATERIAL: EPOXY, BLACK, V-0

M 1 15, LEADS: UL20AWG 1015PVC WIRE(BLACK)

m | MARK | 16. FLAME-RESISTANCE:ACCORDING TO UL94-VO

T | | 17. RoHS PERFORMANCE : ACCORDING TO RoHS

L 18. DURING INSTALLATION,IF THE CAPACITOR NEEDS TO BE IMMERSED

IN CORROSIVE INSULATING PAINT OR OTHER LIQUID SUCH AS

VASELINE,OR THERE ARE OTHER SPECIAL INSTALL METHOD AND

L +1 SPECIAL OPERATING ENVIRONMENT,AND TEST METHODS( WHICH IS
DIFFERENT FROM THE TEST METHOD OF CAPACITANCE PRODUCT(SUCH
LIKE WHETHER THE PLASTIC CASE NEED TO BE TESTED FOR 750 “C HIGH
TEMPERATURE RESISTANCE),PLEASE EXPLAIN IT ON THE DRAWING.
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