
Introduction 
1. THE MF 0204 & MF0207 PROFESSIONAL SERIES ARE MANUFACTURED BY VACUUM SPUTTERING DEPOSIT 

METAL FILM ON HIGH THERMAL CONDUCTIVITY AND SPECIFIC GRAVITY 『HOCHEST』（WEST 
GERMENT）CERAMIC RODS  

2. THE MF0207 ARE COATED WITH MULITLAYERS OF GREEN COLOR FLAMEPROOF LACQUER . 
3. THE MF0204 ARE COATED WITH MULITLAYERS OF BLUE COLOR FLAME-RETARD LACQUER . 
4. MF0207 MEES SEVERE OVERLOAD TEST IN ACCORDANCE WITH UL SPECIFICATION # 1412 * WITHOUR 

FIRE HAZARD. 

 Dimensions  
DIMENSIONS(mm) 

STYLE 
L D H d 

0.7 MF 0204 3.3± 0.2 1.8±0.3 29±2.0 0.45±0.03 

MF 0207 6.3±0.5 2.3±0.3 28±2.0 0.55±0.03 
 Features 
 DIN 44061, 45921 part 107 
 CECC 40101-039, 40101-017 
 MIL 10509F（Char. D & C） 
 FIAMEPROOF COATING UL-1412 
 POWER RATING P70  MF0204 0.4W,MF0207 0.6W 
 RESISTANCE TOLERANCE 
 TEMPERATURE COEFFICIENT  

±1% , 0.5%, 0.25%, 0.1% 
±15/25/50 ppm/℃

 RESISTANCE RANGES MF 0204 51.1Ω~511KΩ , MF 0207 10Ω~1MΩ 

 Power graph 
 
 
 
 
 

 Specifications 
DESCRIPTION REMARKS 

Power Rating P 70 : MF 0204 0.4w / MF 0207 0.6w 70℃ Ambient Temperature 
Resistance Range: MF 0204 51.1Ω-511KΩ / MF 0207 10Ω-1MΩ IEC E24 And E96 
Tolerance:                  ±1%  
Temperature Coefficient:     ±50 ppm TC In 10-6/℃ 
Max Working Voltage: MF 0204 200vrms / MF 0207 300vrms V max 
Life (Stability) at  P 70: ±0.5%  1000 Hr Max Resistance Change At most V max , 1.5Hr ON , 0.5Hr OFF 
Dielectric Withstanding: MF 0204 300vrms / MF 0207 500vrms  
Insulation Resistance:        ＞103MΩ 100VDC 

Damp Heat With Load       ±1% 1000 Hrs at 40℃ and 93% relative humidity at 
voltage of 0.1 times rated voltage . 

Short Time Overload         ±0.5% 2.5 Time rated voltage, at most 2 times limiting 
element voltage (V max) 

Resistance to Soldering Heat  ±0.5% 260±5℃ to 6mm distance form the 
RESISTORS body in 10 seconds. 

Temperature Cycling (Climatic Sequence)    ±0.5% -55℃ to 155℃ 
Low Temperature Operation               ±0.25% -65℃ 
Solder ability :                           ＞95% coverage Dipper in 260℃ solder bath for 2.5 seconds 
Resistance to Solvents : no damage to lacquer and color coding  
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Failure Rate :                             ＜ 10-8 /H  

 Resistor body color 

1. Normal size------ Blue 

 

 PART NUMBER: 
 
      

  
 

 
 

MF –0204  - VALUE  -  F  -  FORMING TYPE        

                                                                      

                                                                    TB = BU / T/B / T/R / F / FC / FKK / M / MK / PANA-T or R 

                                                                     RES. TOLERANCE 1% / 0.1% = F / B 

                                                                     RESISTANCE 0R1 1R 10R 100R 1K 10K 100K 1M 10M    

                                                                     DIN SIZE , BODY SIZE 

                                                                     METAL FILM RESISTOR 


