
SPECIFICATION  FOR  APPROVAL 
CUSTOMER:   DWG.NO: WC1108315 

PART NO: SMPI06050-6R8M CUST.DWG.NO: 

CUSTOMER PART NO: DOC: A782111 

(1) DIMENSION(UNIT: mm) 
 

    

A    7.2 ± 0.5 m/m 

B 6.6 ± 0.4 m/m 

C 3.0 (REF) m/m 

D  5.0 (MAX)   m/m 

E 1.6 (REF) m/m 

F  m/m 

G  m/m 

H  m/m 

(2)ELECTRICAL  REQUIREMENTS 3)SCHEMATIC 
 

 

 

L (uH)  6.8 ± 20% 

RDC (mΩ) 30 (MAX) 

Isat (A) 
7.0 (TYP) 

(L Drops 20%) 

Irms (A)  5.5 (TYP) 

TEST CONDITION 100KHz / 1.0V 

Application Notice 
Operating Temperature: -40℃~+125℃ 
Storage Temperature: 10℃~30℃ 
Humidity: RH20%~75% 
Safe Storage Life: SMD 8 Months And DIP 6 Months 

APPROVED  BY 
                 

CHECKED  BY 
                 

DRAWN  BY 

 

TomaszB
Umieszczono obraz

TomaszB
Umieszczono obraz



TEST   DATA 
CUSTOMER:   DWG.NO: WC1108315 

PART NO:  SMPI06050-6R8M CUST.DWG.NO: 

CUSTOMER PART NO：  DOC: A782111 

TEST CONDITION: 100KHz / 1.0V DIMENSION (UNIT : mm) 

ITEM 
L  

(uH) 
RDC  
(mΩ) 

 Isat 
(A) 

A B C D E 

SPEC 
6.8 

± 20% 
30 

(MAX) 
7.0 

(L Drops 20%) 
7.2 

± 0.5 
6.6  

± 0.4 
3.0 

(REF) 
5.0 

(MAX) 
1.6 

(REF) 

1 6.91 26.1 OK 7.25 6.67 3.03 4.71 1.63 

2 6.55 26.4 OK 7.23 6.68 3.08 4.68 1.65 

3 6.72 25.9 OK 7.24 6.68 3.02 4.67 1.65 

4 6.49 26.2 OK 7.23 6.67 3.08 4.69 1.66 

5 6.81 26.3 OK 7.26 6.67 3.05 4.71 1.64 

6 6.65 26.1 OK 7.24 6.69 3.04 4.73 1.68 

7 6.78 25.8 OK 7.28 6.68 3.06 4.68 1.64 

8 6.58 26.2 OK 7.28 6.67 3.06 4.75 1.68 

9 6.94 26.1 OK 7.24 6.68 3.04 4.73 1.63 

10 6.72 25.9 OK 7.24 6.69 3.04 4.76 1.62 
       

X 
6.72  26.1   7.25 6.68  3.05  4.71  1.65  

R 0.45  0.6   0.05  0.02  0.06  0.09  0.06  

TEST  INSTRUMENTS 
MICROTEST6377 
TH2511 

APPROVED  BY 
                 

CHECKED  BY 
                 

DRAWN  BY 

TomaszB
Umieszczono obraz

TomaszB
Umieszczono obraz


