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产  品  承  认  书
Product Approval Sheet

环保符合性说明 (Instructions for HSF) 

本产品符合： RoHS 2.0    HF   REACH   LEAD FREE □ 其他备注 

编号 NO. 0603PESDV0500-A/0-T 

日期 Date 2022.03.02 

客户 (Customer) 

品名 (Product) 

系列 (Series) 

料号 (Part No.) 规格描述 (Specification) 备注 (Remark) 

贝特电子 

Betterfuse 
0603PESDV0500 

客户 

Customer 

供应商-贝特 

Supplier-Better fuse 

确认合格章 

（Confirm qualified Signet） 

客    户 

（Customer） 

零件承认章

（Approval Signet） 

制 作 

Make 
黄鸿坤 

审 核 

Check 
高飞 

确 认 

Approval 
项伟荣 

联络 (Contact) 

业务 (Sales) 电话 (Telephone) 手机 (Cellphone) 邮箱 (E-mail) 

零件承认后敬请回签一份给我司留存，或将承认后的封面回传至我司邮箱，谢谢！

Please sign a copy of the parts for our company or fax the acknowledged cover to our E-mail. Thanks! 
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 This device is an ultra low capacitance PESD product designed to protect very high speed data interfaces. 

0603PESDV0500 has a typical capacitance of only 0.05pf (I/O to GND), and it can be used to meet the ESD 

immunity requirements of IEC61000-4-2 (15KV air, 8KV contact discharge). 

 

 

 ESD protection for high speed data lines to IEC61000-4-2 

 ESD contact discharge typical 8KV, max 15KV 

 ESD air discharge typical 15KV, max 25KV 

 Surface mount 

 Extremely low capacitance 

 Very low leakage current 

 Fast response time 

 Bi-directional ESD protection 

 Lead free solder termination 

 The best ESD protection for high frequency, low voltage applications 

 High Definition Multi-Media Interface (HDMI) 

 Digital Visual Interface (DVI) 

 Display Port Interface (DP) 

 Unified Display Interface (UDI) 

 Mobile Display Digital Interface (MDDI) 

 Gigabit Ethernet 

 USB2.0 and USB3.0 

 IEEE1394 interface 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

1. Description 

2. Features 

3. Applications 

Schematic Diagram 
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PAD Dimension 

 

 

 

 

 

 

 

 

Solder thickness 0.08 to 0.12mm 

 

Parameter Symbol Value Unit 

Maximum Contact discharge voltage Per IEC61000-4-2 - 15KV V 

Maximum Air discharge voltage Per IEC61000-4-2 - 25KV V 

Maximum Operating Temperature TOPER -55 to +125 ℃ 

Maximum Storage Temperature TSTG -55 to +125 ℃ 

Maximum Lead temperature for Soldering during 10s TL 260 ℃ 

 

 

 

4. Product Dimension 

SYM 

Dimensions 

Millimeters 

Min Typ Max 

A 1.50 1.60 1.70 

B 0.70 0.80 0.90 

C 0.32 0.36 0.40 

H 0.345 0.365 0.385 

F 0.715 0.735 0.755 

G 0.78 0.80 0.82 

SYM 
Dimensions 

Millimeters 

A 0.95 

B 0.65 

C 1.35 

5. Absolute Maximum Ratings  
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Note: 1 Trigger and clamping voltage are measured per IEC 61000-4-2, 8KV contact discharge method. 

2 After reliability tests such as high temp storage, temp cycles, continuous ESD strike etc, the maximum 

leakage current is less than 10uA. 

 

 

 

 

 

 

 

 

 

 

   

 

 

 

 

 

 

 

 

 

 

 

6. Electrical Characteristics  

Parameter Symbol Min Typ Max Units Test Condition 

Rated Voltage VR - - 5.0 V -- 

Trigger Voltage VT - 300 - V IEC61000-4-2 8KV contact discharge 

Clamping Voltage VC - 35 - V IEC61000-4-2 8KV contact discharge 

 Leakage Current IL - 0.01 0.10 μA DC 5V shall be applied on component 

Capacitance CP - 0.05 - pF VR = 0V,f= 1MHz 

7. ESD Clamping Test 

8. ESD Clamping Test Waveforms  
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9. Soldering Parameters 

Reflow Condition Pb-Free assembly 

Pre 

Heat 

-Temperature Min (Ts(min)) +150℃ 

-Temperature Max(Ts(max)) +200℃ 

-Time (Min to Max) (ts) 60-180 secs. 

Average ramp up rate (Liquid us Temp 

(TL) to peak) 
3℃/sec. Max 

Ts(max) to TL - Ramp-up Rate 3℃/sec. Max 

 

Reflow 
-Temperature(TL)(Liquid us) +217℃ 

-Temperature(tL) 60-150 secs. 

Peak Temp (Tp) +260(+0/-5)℃ 

Time within 5℃ of actual Peak Temp (tp) 30 secs. Max 

Ramp-down Rate 6℃/sec. Max 

Time 25℃ to Peak Temp (TP) 8 min. Max 

Do not exceed +260℃ 
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Example: 0603PESDV0500 

0603            PESD           V05             00 

    

 

1                 2                3                4 

1. Size: 0603 

2. Product Series : PESD  

3. Rated Voltage: 5.0V  

4. Supplementary Code: 00 

 

 

Device Package Net Weight Carrier Quantity HSF status 

0603PESDV0500 0603 0.9mg Tape & Reel 5,000pcs/reel RoHS compliant 

 

10. Package information  

SYM 

Dimensions 

Millimeters 

Typical 

A0 1.10 

B0 1.90 

K0 0.43 

D 1.55 

P0 4.00 

P1 4.00 

P2 2.00 

E 1.75 

F 3.50 

W 8.00 

11. Part Number  

12. Ordering information  


