
 

 

苏州固锝电子股份有限公司 
    SUZHOU GOODARK ELECTRONICS CO., LTD 

 1

 

 

APPROVAL DRAWING 
 

 

Goodark’s product name 

GD BZX2Cxx seires TB (RoHS compliant) 
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1. CASE DIMENSION (DO-41 TYPE, 52MM), UNIT:MM 

 

 

 

 

 

 

 

 

2. MARKING 

 

 

 

 

 

 

 

3.   TAPING SPECIFICATION 
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52mm/26mm Taping 

K: 1.0mm/0.5mm MAX 

S: 5.0±0.5mm/5.0±0.5mm 

⊿S: 1.2mm/1.0mm MAX 

B: 6.0±1.0mm /6.0±1.0mm 

G: 52.4±1.5mm /26.0±1.0mm 

H:  0.8mm/0.8mm MAX 

品名  Part Name  2C12 
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4.  ABSOLUTE MAXIMUM RATING（TA=25℃） 

ITEM SYMBOL LIMIT UNIT 

Power Dissipation Tamb=25℃ 
Ptot 2(1) W 

Maximum Junction Temperature 
Tj 175 ℃ 

Storage Temperature 
Tstg -55～175 ℃ 

Notes: 1. Valid provided that electrodes at a distance of 10mm from case are kept at ambient temperature 

 

5.  ELECTRICAL CHARACTERISTICS （TA=25℃） 

 

Parameter 
IZ

（mA) 

Vz   (v) IzT         
(mA) 

ZzT      
ohms        
(Max) 

IzK     
(mA) 

ZzK 
ohms 
(Max) 

VR     
(V) 

IR(uA)   
Max 

IF
（mA) 

VF(V) 
Max 

Spec Min Max 

1 BZX2C 3V6 139 3.4 3.8 139 5 1 400 1 80 200 1.2 

2 BZX2C 3V9 128 3.7 4.1 128 5 1 400 1 30 200 1.2 

3 BZX2C 4V3 116 4 4.6 116 4.5 1 400 1 20 200 1.2 

4 BZX2C 4V7 106 4.4 5 106 4.5 1 550 1 5 200 1.2 

5 BZX2C 5V1 98 4.8 5.4 98 3.5 1 600 1 5 200 1.2 

6 BZX2C 5V6 89.5 5.2 6 89.5 2.5 1 650 2 5 200 1.2 

7 BZX2C 6V2 80.5 5.8 6.6 80.5 1.5 1 700 3 5 200 1.2 

8 BZX2C 6V8 73.5 6.4 7.2 73.5 2 1 700 4 5 200 1.2 

9 BZX2C 7V5 66.5 7 7.9 66.5 2 0.5 700 5 5 200 1.2 

10 BZX2C 8V2 61 7.7 8.7 61 2.3 0.5 700 6 5 200 1.2 

11 BZX2C 9V1 55 8.5 9.6 55 2.5 0.5 700 7 2 200 1.2 

12 BZX2C 10 50 9.4 10.6 50 3.5 0.25 700 7.6 3 200 1.2 

13 BZX2C 11 45.5 10.4 11.6 45.5 4 0.25 700 8.4 1 200 1.2 

14 BZX2C 12 41.5 11.4 12.7 41.5 4.5 0.25 700 9.1 1 200 1.2 

15 BZX2C 13 38.5 12.4 14.1 38.5 5 0.25 700 9.9 0.5 200 1.2 

16 BZX2C 15 33.4 13.8 15.6 33.4 7 0.25 700 11.4 0.5 200 1.2 

17 BZX2C 16 31.2 15.3 17.1 31.2 8 0.25 700 12.2 0.5 200 1.2 

18 BZX2C 18 27.8 16.8 19.1 27.8 10 0.25 750 13.7 0.5 200 1.2 

19 BZX2C 20 25 18.8 21.2 25 11 0.25 750 15.2 0.5 200 1.2 

20 BZX2C 22 22.8 20.8 23.3 22.8 12 0.25 750 16.7 0.5 200 1.2 

21 BZX2C 24 20.8 22.8 25.6 20.8 13 0.25 750 18.2 0.5 200 1.2 

22 BZX2C 27 18.5 25.1 28.9 18.5 18 0.25 750 20.6 0.5 200 1.2 

23 BZX2C 30  16.6 28 32 16.6 20 0.25 1000 22.5 0.5 200 1.2 

24 BZX2C 33 15.1 31 35 15.1 23 0.25 1000 25.1 0.5 200 1.2 

25 BZX2C 36 13.9 34 38 13.9 25 0.25 1000 27.4 0.5 200 1.2 

26 BZX2C 39 12.8 37 41 12.8 30 0.25 1000 29.7 0.5 200 1.2 

27 BZX2C 43 11.6 40 46 11.6 35 0.25 1000 32.7 0.5 200 1.2 
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6.  RATINGS AND CHARACTERISTIC CURVES（TA=25℃） 
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7. PACKAGING SPECIFICATION 

7.1  Label of tape and inner box and carton 

 

Package 
type 

Label dimensions of tape 
and inner box 

Label content of 
tape and inner box 

Label dimensions of carton  
Content of carton 

label 

Ammo  

 

65*30mm 

 

DEVICE:                 

QTY: 

LOT NO:                            

QC: 

 

61*47mm 

 
DEVICE:                    

QTY:                             

CO/NO:                                 

P/O NO:                            

QC: 

 

 

7.2 Package Spec of Ammo  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 


