RS Huawei P/N: CHANGZHOU HUAWEI ELECTRONICS CO.,LTD P 1
age:
VD1C221MF105000CEQ 16 V. 220 uF 8 *x 10.5
2% custoer: Ropla Elektronik Sp. z o.o.
% FUEHS CUSTOMER P/N:
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T3 H Items Performance
WEETE M Operating temperature range ~55°C" + 105 °C
Z kg% Capacitance Toleranc - 20 % + 20 % (120Hz, 20°C)
JRIMELE Surge voltage 18.4  VDC
JRHELIT Leakage current 1 < 35.2 A After 2 minutes
A IEYME Dissipation Factor (Tan ) < 0.16 (120Hz,20°C)
FE#T E.S.R < 0.16 Q (100KHz,25°C)
LU AL Ripple Currents (rms) MAX 650 mA (100KHz,105°C)
FHHTEE Low Temperature 7-95°C / 7+20°C 9
Characteristics (120Hz)
7-55°C / 7+20°C 4
BIHAZIEAH Ripple Currentd Frequency (Hz) | 50HZ 120HZ 300HZ 1KHZ =10KHZ
Frequency Multipliers
Multipliers 0.35 0.5 0. 64 0.83 1
EiRfififLoad Life Test: Capacitance Change |Within 230% of initial value
After 5000 Hrs at 105C
B iEAEEShelf Life Test: Dissipation Factor |[Not more than 300% of the initial specified value
After 1000 Hrs at 105°C Leakage current |The initial specified value or less
AT EEPERIS bR Standards JIS C 5101-1, -18
Y Remarks RoHS Compliance & Halogen—free
FEih kR RMarking: Each capacitor shall be marked with the following information.
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Marking color: Black
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