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INPAQ TECHNOLOGY CO., LTD. INPAQ

MECHANICAL DIMENSION

UNIT: mm
DIM. TOL.

|

M1 | 9.0 MAX.

M3

M2 5.0 10.5

M&

M3 | 6.5 10.5

M7

M4 | 21.0 | MAX.

M5 | 5.0 10.5

M6 | 0.6 | 0.1
SCHEMATIC DIAGRAM / CONSTRUCTION M7 | 1.0 | MAX.

S e

F

” @” START

ELECTRICAL SPECIFICATION

Inductance Test Frequenc DCR
(uH) KH ‘}V ¥ (mQ)
£20% (KHz/V) MAX.

35 1/1 65

TEST INSTRUMENT: CH3302&CH16502BC
OPERATING TEMP RANGE:-40°C to +105°C
STORAGE TEMP RANGE: -20°C to +85°C

WINDING DATA
WIRE: 0.6 ¢mm

TURNS:__41.5 Ts (REF.)
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INPAQ TECHNOLOGY CO., LTD. E INPAQ

MATERIAL LIST
MATERIAL
CATEGORY MATERIAL TYPE RATING SUPPLIERS SGS NO. UL NO.
JUNG SHING WIRE CO LTD.
SFBW-2@ OR EQUIV. KA/2020/20751A-02 E174837
WIRE 155°C
PACIFIC ELECTRIC WIRE &CABLE(SHEN
UEWY ZHEN)CO LTD A220035992510301E E201757
OR EQUIV.
SUNRISE FERRITE CORES ELECTRONIC
SR53 - CO.,LTD A2200039054102001 -
OR EQUIV.
CORE
MGB1 i TAK TECHNOLOGY(HEYUAN)CO.,LTD SZXEC2000175617 )

OR EQUIV.

$n99.3%,Cu0.7%, 1% DONGGUAN YONGAN TECHNOLOGY

SOLDER o # CO.,LTD CANEC2104413901 -
Ri 227°C HF OR EQUIV.

U-BOND TECHNOLOGY INC.

EPOXY UB3420B - OR EQUIV. CANEC2101639813 -
. GREAT HOLDING INDUSTRIAL CO LTD.
TUBE uL 200°C OR EQUIV. CE/2020/94363 E156256
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INPAQ TECHNOLOGY CO,, LTD.

RELIABILITY PERFORMANCE

Reliability Experiment For Electrical

[} INPAQ

Test Item

Accept criteria

Test Condition

Standard Source

Humidity Test

1.Change from an initial
value L:within+5%
2.no visible damage.

+40°C £ 2°C, humidity of 90% 5% (total 96
hours).

MIL-STD-202H
Method 103
Test Condition B

High Temperature
Test

1.Change from an initial
value L:withint5%
2.no visible damage.

1.Temperature: +125°C+2C.
2.Test time: 72+2hrs.

IEC 68-2
Test Condition B

Low Temperature
Test

1.Change from an initial
value L:withint5%
2.no visible damage.

1.Temperature: -25°C+2°C.
2.Test time: 7212hrs.

IEC 68-2
Test Condition A

Thermal Shock

1.Change from an initial
value L:withint5%
2.no visible damage.

+125°C+5°C (30 minutes) ~-65+5°C (30
minutes), temperature switch time: 5 minutes
(total 50 cycles).

Reference
MIL-STD-202H
Method 107

Test Condition B-2

Life Test

1.Change from an initial
value L:withint5%
2.no visible damage.

+70°C+5°C (250Hours).

Reference
MIL-STD-202H
Method 108

Test Condition B

Reliability Experiment For Physical

Test Item Accept criteria Test Condition Standard Source
. 1.Change from an initial |, oo 1047 amplitude: 1.5mm, direction: X, Y, Z |MIL-STD-202H
Vibration Test value L:withint5% .
.. axes, each axis 2 hours (total 6 hours). Method 201
2.no visible damage.
MIL-STD-202H
Solder Heat . ° Method 210
. 1.no visible damage. DIP: Soak in 260'C solder pot, stay 10Sec. .
Resistance Test vist & C P y Test Condition D
(DIP)
Solder temp: 245+5C,
- 1. Lead must have 95% R p_ G J-STD-002D
Solder Ability Test Immersion time: 5 second. o
above coverage. . Test condition B1
Immersion rate: 25t6mm/sec.
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T NPaaTECHNOLOGY Co, L. | [YINPAQ

REFLOW CHART
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