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Mechanisches Zubehor Mechanical Accessories

Achskupplungen Shaft Couplings
i Brass

Messing

Klemmkupplung Clamp-Type Couplings
Messing vernickelt. Drehmoment 100 Nem. Brass nickel-plated. Torque 100 Nem.

Isolierendes Zwischenstiick Insulating Insert
Max. Drenmoment 70 Nem. Max. 4° Winkelabweichung. Priifspannung 2KV | 50Hz. Max. transmission torque 70 Nem. Max. 4° angular deviation. Test voltage 2kV [ 50Hz.

Verlangerungsachsen Extension Shafts
Hart-PVC schwarz Rigid PVC black

Reduzierrohr Reducing Sleeve
Messing verzinkt Brass zinced

a
v
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Prinect Printready ColorCarver
Page is color controlled with Prinect Printready ColorCarver 2.0.41
Copyright 2004 Heidelberger Druckmaschinen AG

To view actual document colors and color spaces, please
download free Prinect Color Editor (Viewer) Plug-In from:
http://www.heidelberg.com

Applied Color Management Settings:
Output Intent (Press Profile): ISOcoated.icc

RGB Image:
Profile: HDM sRGB Profile.icm
Rendering Intent: Perceptual
Black Point Compensation: no

RGB Graphic:
Profile: RGB2CMYK.icm
Rendering Intent: Perceptual
Black Point Compensation: no

Device Independent Image:
Rendering Intent: Perceptual
Black Point Compensation: no

Device Independent Graphic:
Rendering Intent: Perceptual
Black Point Compensation: no

Turn R=G=B (Tolerance 0.5%) Graphic into Gray: yes
CMM for overprinting CMYK graphic: no
Gray Image: Apply CMYK Profile: no
Gray Graphic: Apply CMYK Profile: no
Treat Calibrated RGB as Device RGB: no
Treat Calibrated Gray as Device Gray: yes
Remove embedded non-CMYK Profiles: yes
Remove embedded CMYK Profiles: yes

Applied Miscellaneous Settings:
All Colors to knockout: no
Pure black to overprint: no
Turn Overprint CMYK White to Knockout: yes
Turn Overprinting Device Gray to K: yes
Enable Overprint in Device CMYK: yes

Create "All" from 4x100% CMYK: yes
Delete "All" Colors: no
Convert "All" to K: no


Prinect Printready Trapper
Page is trapped with Prinect Printready Trapper 4.0.41
Copyright 2004 Heidelberger Druckmaschinen AG

To view traps, delete traps or to get detailed trapping information,
please download free Prinect Trap Editor (Viewer) Plug-In from:
http://www.heidelberg.com

Settings:
Width: 0.060 mm  =  0.170 pt
Printorder: Cyan / Magenta / Yellow / Black / 
Step Limit: 25.0%
Common Density Limit: 0.50
Centerline Trap Limit: 100%
Trap Color Scaling: 100.0%
Image to Object Trapping: yes
Image to Image Trapping: no
Black Width Scaling: 100.0%
Black Color Limit: 95.0%
Overprint Black Text: 12.0 pt
Overprint Black Strokes: no
Overprint Black Graphics: no





