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Part Number
Marking Color Dots Inductance

(nH)                 
±5%  

Q       
Min.

Test Freq.   
(MHz) 

DCR      
(Ω)

Max.

Rated Current
(mA)  1 2 3

OI0606AH-90NJH BLACK WHITE BLACK 90 70 40 0.035 600

OI0606AH-R10JH BROWN BLACK BLACK 100 70 40 0.035 600

OI0606AH-R11JH BROWN BROWN BLACK 110 70 40 0.035 600

OI0606AH-R12JH BROWN RED BLACK 120 70 40 0.035 600

OI0606AH-R13JH BROWN ORANGE BLACK 130 70 40 0.035 600

OI0606AH-R14JH BROWN YELLOW BLACK 140 70 40 0.045 600

OI0606AH-R15JH BROWN GREEN BLACK 150 70 40 0.045 600

OI0606AH-R17JH BROWN BLUE GREEN 165 70 40 0.045 600

OI0606AH-R18JH BROWN GRAY BLACK 180 70 40 0.045 600

OI0606AH-R20JH RED BLACK BLACK 200 70 40 0.045 600

OI0606AH-R22JH RED RED BLACK 220 70 40 0.058 600

OI0606AH-R24JH RED YELLOW BLACK 240 60 40 0.058 600

OI0606AH-R28JH RED GRAY BLACK 280 60 40 0.058 600

OI0606AH-R31JH ORANGE BROWN BLACK 310 60 40 0.058 600

OI0606AH-R35JH ORANGE GREEN BLACK 350 60 40 0.058 600

OI0606AH Series
 ■ Rf Signal Choke

MECHANICAL DIMENSIONS 

ELECTRICAL SPECIFICATION

OI0606AH

unit: mm

 ❑ For high freq. Up to 1 GHz.

 ❑ High Q up to 150 MHz.

 ❑ Temperature stability 150 ppm/℃

 ❑ Unspecified values and stricter tolerance less than 1% are available on request

 ❑ Operating temperature:-20℃ to +125℃

 ❑  LC filter, for CATV diplex filter.

�FEATURES APPLICATION
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