Code Dimensions
Voltage Cap. P Lt
_ P246 C-tol. b xh x| (£1mm)
V uF mm mm
.......... mm
700V 24 Q70246JA01 +5 % 28.0 x 43.0 x 42.0 37.5 £0.7 5.0+1.0
SAME AS P246Q70256JAS4
< BUT >
— Middle value : 24uF
— Electrical properties
Irms ESR TanD TanD IR
VR Cap. dv/dt Ipk :
W) (UF) (V/us) A) at 1T0KHz | at 10KHz at 1KHz at 1T0KHz | 500V 1min
u us
(A) (mQ) (x107%) (x107™) GR)
700 24 22 528 17.9 2.8 < 15 < 95 = 0.42
— Packing Method : Arrange Packing
) SPQ PQ
Code Packing method Sponge )
(Folding Plate ) ( Outer box )
65 195
P246Q70246JA01 8242 450 40264 | 8242 456 20017
(8242 451 10291) | (8242 451 31081)

M | MSHETE Type Specification =&AL | 20-05-07
ES g o= Il =] & No
MKP P246Q70246JA01
— RADIAL POTTED CAPACITORS
=0l 4 2 8 190-1 of page | 1 IHE LKL

(C) PILKOR ELECTRONICS




