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MHz Range Crystal Unit
Product Name F %155

Product Number / Ordering Code /= i Bl

YSX321SL
YSX321SL 27.00000MHz 22PF -/+10PPM
XL2AI-111-27M
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1. Specifications (characteristics) (GHli&S%$0)
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4. Marking information (£2E[1{580)
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2. External dimensions (#MR~}) (Unit: mm)

Parameter (LT Z%0) Symbol |Min. (H/ME) |Typ. (HLAE) |Max. (FKAH) | Unit (BRAL)
Oscillation mode (HRBNHF) M Fundamental O 3rd

Cutting mode (1)#77 0 M AT OBT O X +2°

Nominal frequency (ARFRATIZ ) f nom - 27 - MHz
Frequency tolerance at 25°C ( JE A% ) f tol -10 - 10 x 106
Stability over temperature (I a2 M) f tem 20 - 20 x 106
Load capacitance (71%% HL2%) CL - 22 - pF
Motional resistance(ESR) (25 %1% 41 FLFH ) R1 - - 50 Q
Shunt capacitance (i Z5H ) Co - - 2 pF
Motional capacitance (ZZ5HLZ) Cl - - - fF
Level of drive CBITIZ) DL - 100 - uW
Operating temperature ( L{EJRZ) T use -40 - 85 °C
Storage temperature (A7) T stg -55 - 125 °C
Frequency aging (ZZ4L) f age -3 - 3 x10°¢ /year
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Size A B C D E F G H
SMD-3225 180+2.0 8.0+0.3 3.50+0.1 2.80+0.1 4.0+0.1 1.40+0.1 61.0+1.0 8.0£1.0
3000 pcs per reel
6. Reliability characteristic (AJFEE)
NO Item . Reference Specifications
FB) () Condition (FFHFESE) BEiT) (B8
A new uniform coating of

6.1 Solderability Solder bath temperature:260°C,dwell time:5 IEC68-2- solder shall cover a

: CArE M) seconds,Solder: 100% tin 20:1979 minimum of 95% of the

surface being immersed.
Resistance to soldering o L
Solder temperature 260+/-5°C,Immersion time:10 S IEC68-2-
6.2 heat Solder bath composition:100% tin 58:1989 AF<+/-5ppm
R ' :
The entire frequency range: 10Hz to

6.3 Vibration 55Hz ,Amplitude:1.5mm This motion shall be applied | IEC 68-2- AF<+/-5ppm

’ (HUbkHRZh D for a period of 2 h in each of 3 21:1992 =1/-opp

mutually perpendicular axes(a total of 6h)
Drop test Drop from 75cm height on 3cm hard wooden board for| IEC68-2-
6.4 CERTE M) 6 times 32:1990 AF=<+/-5ppm
The quartz crystal unit shall be stored at a temperature

6.5 Cold storage of —40+/-3°C for 1000 h.then it shall be subjected to | IEC68-2- AF<+/-500m

’ (IR A1) standard atmospheric conditions for 1h after which 6:1982 =T-opp

measurement shall be made.
High temperature | The quartz crystal unit shall be stored at a temperature
High humidity of 40+/-2°C with relative humidity of 95% for 1000h, IEC60068-2-
6.6 storage(steady then it shall be subjected to standard atmospheric 1:1990 AF<+/-5ppm
L _‘s_t‘ate) conditions for 2h after which measurement shall be ’
(e i BE A A made.
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The quartz crystal unit shall be subjected to 50
successive Change of temperature cycles. Each as
shown in table below ,then it shall be subjected to
standard atmospheric conditions for 1h after which
o TElhen‘nal shoi:k measurement shall be made. [EC68-2- AF</-5ppm
Cli il ) NO Temperature Duration 14:1986 a
1 -40+/-3°C 15minutes
2 105+/-2°C 1 5minutes
3 Transition time Within 10 seconds
. Helium leakage detector shall used to
6.8 (Eﬁﬁ ) measure the leakage rate of gas through any faulty seal. IE;;%%;% II;T%kgglfarig;S
Ln Pressure:500Kpa, duration: 120 minutes. ) ) ’
: The quartz crystal unit shall be stored at a temperature
(o | TUERiemperature | %o 054/ 39 for 168h then it shall be subjected to | [EC60068-2- -
’ CEEEAE LM standard atmospheric condition for 1h after which 2:1974 =T/-opp
i ok measurement shall be made.

7. Reflow profile (EIFE)

Temp. (deg.C)

- -
255~260 -
217 -
B
200
150 f——

Time (sec)

(A)—Preheating area : 150~200°C, 60~120sec.
(B)—Heating area : 217°C, 60~150sec.
(C)—Peak temperature : 255~260°C, 30sec. Max.
Ramp-up rate (217—260°C) : 3°C/sec. Max.
Ramp-down rate (260—217°C) : 6°C/sec. Max.
Time 25°C—260°C : 480sec. Max.

Moisture Sensitivity Level : Levell
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3% PACKING

BHTT AT S IB A E E R, Rk ORI T N .

Packing must prevent damage during transportation and handing. Specific method will be settled by mutual Agreement.
XHFFEF M INFLUENCE TO ENVIRONMENT

ARFE I AEA R AV ODS 1, X RAEUZ Toa IR

This product doesn’t use the class I ODS at any of production process.

A 7=]" % MANUFACTURER

NE IR IR R A A

Shenzhen YangXing Technology Co., Ltd.

HE OTHERS

LA A |7 S FUAS A BE R s b R A, W SRTERR, TR o St

If you have some doubt or unknowing about this specification, Please contact us for settlement or development.

2 FRATHZ I SRS B R GRAE A i BT, 4% 7 R BRI, AT f it

We guarantee that quartz crystal unit satisfies this specification, If you need the data, we will provide it.
3T TRA BT, 1§ 5RITKR.

For application in ultrasonic environment, please contact us.

475 514 (MODIFY AND CONTACT)

APFRAERCE . L MR B SREER . BN SRR TR IR R A AR, NSRRI
PR BRI S, J7 AR R IR

When the quality is changed due to the changes of the design, technology, material, manufacture place, main equipment and
workers, we will first supply the modified products and obtain approval from you, then start to supply mass production.
SRS (AFTER SALE SERVICE)

AAEA PR A E BN R, AR E AT, FF SRR R 5 M B S F R TS A AT

If the defection product was found in the production process, we will exchange and provide the improving measures

in time.

9. Contact us (BRERAD

www.yxe.hk
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